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SUBJECT 
 
 ROOF RAILS  RETROFIT 
 
 
MODEL 
 
 X3 (F25)  Vehicle Production 12/10 – On* 
 
 
 
SUGGESTED  INSTALLATION TIME: 2.0 HOURS 
 
 
Total installation time may vary depending on vehicle options and equipment. 


 
 
The instructions below are developed for BMW vehicles and are not to be compared to any other existing 
instructions for vehicles other than BMW.  No methods other than those specified in this document are to be 
used for installation in BMW vehicles. Left and right are determined from the driver’s seat. 
 
Carefully read all instructions and supplements before proceeding with the installation.  Reference should be 
made to ISTA for instructions dealing with a stock part of the vehicle but not stated in detail in these 
instructions. 
 
The instructions were complete and up to date at time of publication; however, changes to the vehicle or 
installation may have occurred.  Please report any problems or changes noted with the installation to BMW 
Technical Services via PuMA case. 
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PARTS INFORMATION 
 
 
 


 
 
  


Item Description Qty BMW Part Number 


1 Left Roof Rail - Silver 1 51 13 7 230 207 


2 Right Roof Rail - Silver 1 51 13 7 230 208 


3 Nuts 6 07 14 7 195 759 


 
 
General Notes 


 Refer to EPC for updated parts information. 
 


 
 
 
OPTIONAL PARTS 
 
Description     BMW  Part Number 
Base Support System 82 71 2 164 870 
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PREPARATORY WORK 
 
 


 ISTA No. 


Disconnect the negative pole of the battery 12 00 … 


  


The following components must be disassembled first  


Roof liner 51 44 013 
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PROCEDURE: 
 


 
 


1. Remove trim strip (1) off roof frame. 
 
 
 


2. Remove clips (2) for roof trim strip. 


 
 


3. Install roof rail (1) onto access holes (2) 
on the roof frame. 


 
 


4. Locate the 3 access holes (1) from the 
inside of the vehicle. 


 
5. Attach and tighten the nuts (2) to the 


bolts from roof rails (3). 
 
   Tightening torque: 19Nm 
 
Repeat steps 1 through 5 for the other 
side of vehicle. 


 
 
     Concluding Work: 
 


 Reinstall items removed during VEHICLE PREPARATION. 


 Connect the battery. 


 Conduct a brief test. 
 






