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Original BMW Accessories.
Installation Instructions.
High-gloss black Air Breather
BMW X6 (F86 M)
BMW X5 (F85 M)


Retrofit kit number
51 71 2 354 930 High-gloss black Air Breather, right side
51 71 2 354 931 High-gloss black Air Breather, left side
51 71 2 354 932 High-gloss black Air Breather, right side
51 71 2 354 933 High-gloss black Air Breather, left side


Installation time
The installation time is approx. 1.5 hours. This may vary depending on the condition of the vehicle and the
equipment in it.
The installation time shown does not include any time spent on programming/coding.
The calculation of the total costs for the programming time must be factored into the calculation of retrofitting
costs (no invoicing via warranty).


Important information
These installation instructions are primarily designed for use within the BMW dealership organisation and by au-
thorised BMW service companies.
These installation instructions are intended for use by qualified specialist staff trained on BMW vehicles with the
relevant expert knowledge.
All work must be completed using the latest BMW repair manuals, wiring diagrams, servicing manuals and work
instructions, in a rational order, using the prescribed tools (special tools) and observing current health and safety
regulations.


If you experience installation or function problems, restrict troubleshooting to approx. 0.5 hours for
mechanical work and 1.0 hour for electrical work.
To avoid unnecessary extra work and/or costs, send an inquiry straight away to the technical parts support team
via the Aftersales Assistance Portal (ASAP).
Quote the following information:
– Chassis number,
– Retrofit kit part number,
– A detailed description of the problem,
– Any work already carried out.
Do not archive the hard copy of these installation instructions since daily updates are provided via ASAP.


Pictograms
! Denotes instructions that draw your attention to dangers.


Denotes instructions that draw your attention to special features.


Denotes the end of the instruction or other text.
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Installation information
Some of the installation steps are shown only on the left-hand side of the car, proceed in the same way on the
right-hand side of the car.
All affected components must be at room temperature when they are being installed.
The areas being bonded must be completely dry, clean and free from wax or grease.
All pictures show LHD cars; proceed accordingly on RHD cars.


The car may be driven after approx. 12 hours and may be taken through a car wash after
approx. 48 hours. 


Ordering instructions
To fit the high-gloss black Air Breather on F85 and F86 cars, it is also necessary to order Betalink adhesive 1K
(82 69 9 408 866).
To fit the high-gloss black Air Breather on F86 cars, it is also necessary to order four oval-head self-tapping
screws (07 14 7 133 553).


Special tools required
None
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1. X6 M Air Breather parts list
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Legend
A Air Breather, left
B Air Breather, right







2. X5 M Air Breather parts list
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Legend
C Air Breather, left
D Air Breather, right







3. Preparatory work
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The following components must be removed first of all ISTA No.


Remove the front wheel as described in ISTA 12 00 ...
Remove windscreen cowl cover as described in ISTA 12 00 ...







4. Install the Air Breather
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For all cars:
Release and tie back the wheel arch (1).
Remove the interior windscreen cowl cover (2) as
described in ISTA.


Remove the original Air Breather (1) and cut it out
using suitable equipment.


X6 M only:
Insert the Air Breather B and press it firmly into posi-
tion, mark it using suitable equipment.


F86 0005 A


1
2


Drill the three upper marked lugs (1) in the cen-
tre. Drill the three lower marked lugs (2) a little
above the centre.  


Enlarge the holes in the three lugs (1) and the bot-
tom lug (2) using a 2 mm drill bit.







4. Install the Air Breather
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Roughen the Air Breather B at the marked positions
(1) and (2) with abrasives and clean it.
Apply a bead of Betalink in the marked area (1) and
another bead in the top section (2).
Remove any excess Betalink immediately using suit-
able equipment.


Insert the Air Breather B and press it firmly into posi-
tion.


When inserting the screw (2), ensure that you
insert it at an angle otherwise it will damage the
Air Breather. 


Secure the screws (1) in the drilled holes in the
lugs (3). Secure the screw (2) so that the screw is in-
serted at an angle towards the upper recess in the
Air Breather.


X5 M only:
Roughen the Air Breather D at the marked positions
(1) and (2) with abrasives and clean it.
Apply a bead of Betalink in the marked area (1) and
another bead in the top section (2).
Remove any excess Betalink immediately using suit-
able equipment.


Secure the Air Breather D using adhesive tape.







5. Concluding work and coding
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The retrofit system does not require programming/coding.
– Conduct a function test
– Re-assemble the car
– Conduct a brief test
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