

 


Original BMW Parts and Accessories.
Installation Instructions.
M Performance motorsport strips film retrofit kit.
BMW M5 Saloon (F90, F90 LCI)


Retrofit kit number
51 14 2 449 798 M Performance motorsport strips film F90
51 14 5 A12 C42 M Performance motorsport strips film, F90, F90 LCI


Installation time
The installation time is approx. 1.0 hours. This may vary depending on the condition of the car and its equip-
ment package.
The installation time shown does not include any time spent on programming/coding.
The calculation of the total costs for the programming time must be factored into the calculation of retrofitting
costs (must not be invoiced under the warranty).


Important information
These installation instructions are primarily designed for use within the BMW dealership organisation and by au-
thorised BMW service companies.
These installation instructions are intended for use by qualified specialist staff trained on BMW cars with the rele-
vant expert knowledge.
All work must be completed using the latest BMW repair manuals, wiring diagrams, servicing manuals and work
instructions, in a logical order, using the prescribed tools (special tools), and observing current health and safety
regulations.


If you experience installation or function problems, restrict troubleshooting to approx. 0.5 hours for
mechanical work and 1.0 hour for electrical work.
To avoid unnecessary extra work and/or costs, send an inquiry to the technical parts support team.
Quote the following information:
– VIN,
– retrofit kit part number,
– a detailed description of the problem,
– any work already carried out.
Do not archive the printout of these installation instructions. The current version can be found in the EPC.


Pictograms
! Denotes instructions that draw your attention to dangers.


Denotes instructions that draw your attention to special features.


Denotes the end of the instruction or other text.
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Installation information
All illustrations show LHD (left-hand drive) cars; proceed similarly on RHD (right-hand drive) cars. Installation is
shown on one side of the car only, proceed in the same way on the other side.
Bonding surfaces must be cleaned with a cleaner and must be clean and free from wax or grease. The ambient
temperature for bonding and drying must not be below 15°C or exceed 35°C. The car may be driven after ap-
prox. 6 hours and may be taken through a car wash after approx. 48 hours.


The following processing instructions apply to the retrofit kit:


The areas being bonded must be completely
dry, clean and free from wax or grease. 


The bonding surfaces (1) must be cleaned with a
cleaning cloth (2) and suitable cleaning products.


When positioning the side strips, butt the end
edge (1) up to the opposite edge (2). 


Do not apply excessive pressure to the surfaces
of the car with the scraper (1), otherwise you
may inadvertently cause damage. 


After running the scraper over the film, wait approx.
10 minutes.
Then carefully pull the application tape off the film at
an angle of 180°.
Press any overlapping edges down with the scraper.


Special tools required
Scraper (Part No. 51 91 0 416 502)
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1. M Performance motorsport strips film F90 parts list


Legend
A Front left/right side motorsport strips (shown on the left)
B Front left/right door side motorsport strips (shown on the left)
C Rear left/right door side motorsport strips (shown on the left)
D Motorsport strip, front
E Motorsport strip, rear left
F Motorsport strip, rear right
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2. M Performance motorsport strips film F90 LCI parts list


Legend
A Front left/right side motorsport strips (shown on the left)
B Front left/right door side motorsport strips (shown on the left)
C Rear left/right door side motorsport strips (shown on the left)
D Motorsport strip, front
G Motorsport strip, rear
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3. Preparatory work


ISTA/AIR No.


none ---    
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4. M Performance motorsport strips film installation


Installing the side motorsport strip
Centre front door side motorsport strips B in relation
to the two edges (1). Position the upper edge on the
visible edge (2) of the vehicle, press it on downwards
to the door lower edge (3) and smooth it on with the
scraper.


Ensure the front door side motorsport strip B is
properly lined up with the rear door side motor-
sport strip C. 


Orient the rear door side motorsport strip C flush
with the opposite edge (1). Position the upper edge
on the visible edge (2) of the vehicle, press it on
downwards to the door lower edge (3) and smooth it
on with the scraper.


Ensure the front door side motorsport strip B is
properly lined up with the front side motorsport
strip A. 


Orient the front side motorsport strip A flush with the
opposite edge (1). Position the upper edge on the
visible edge (2) of the vehicle, press it on downwards
to the door lower edge (3) and smooth it on with the
scraper.


Installing the front motorsport strip F90
Centre the front motorsport strip D. Position it on the
edge (1) of the fresh air grille, press it on and smooth
it on with the scraper, first from the centre towards
the front, then towards the side. Then remove the
two spacer strips (2) from the vehicle.
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4. M Performance motorsport strips film installation


Installing the front motorsport strip F90 LCI
Align the front motorsport strip D in the centre. Posi-
tion it on the edge (1) of the fresh air grille, press it on
and smooth it on with the scraper, first from the cen-
tre towards the front, then towards the side. Then re-
move the two spacer strips (2) from the vehicle.


Installing the rear motorsport strip F90
Motorsport strip, rear left
Orient the left rear motorsport strip E on the upper
edge (1), press it on and smooth it on in a downward
direction using the scraper.
Motorsport strip, rear right
The right rear motorsport strip F has a slot for the
cover of the towing eye (2). Centre this slot on the
cover of the towing eye as well, press it on and
smooth it on with the scraper.


Installing the rear motorsport strip F90 LCI
Align the rear motorsport strip G in the centre. Po-
sition it on the edge (1) of the rear trim, press it into
place and run the blade over it from the centre, first
towards the top and then to the side. Then remove
the two spacer strips (2) from the vehicle.
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5. Concluding work and coding


The retrofit system does not require programming/coding.
– none
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