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Original BMW Accessories.
Installation Instructions.
Roof Rail Retrofit.
BMW X2 (F39)
BMW X3 (G01)


Retrofit kit number
51 13 7 424 711 Left roof rail, satin finish aluminium (for F39 cars only)
51 13 7 424 712 Right roof rail, satin finish aluminium (for F39 cars only)
51 13 7 441 651 Left roof rail, high gloss black (for F39 cars only)
51 13 7 441 652 Right roof rail, high gloss black (for F39 cars only)
07 14 7 195 759 Hex nut
51 13 7 414 349 Left roof rail, satin finish aluminium (for G01 cars only)
51 13 7 414 350 Right roof rail, satin finish aluminium (for G01 cars only)
51 13 8 070 691 Left roof rail, high gloss black (for G01 cars only)
51 13 8 070 692 Right roof rail, high gloss black (for G01 cars only)
07 14 7 195 759 Hex nut


Installation time
The installation time is approx. 3.0 hours. This may vary depending on the condition of the car and its equip-
ment package.


Important information
These installation instructions are primarily designed for use within the BMW dealership organisation and by au-
thorised BMW service companies.
These installation instructions are intended for use by qualified specialist staff trained on BMW cars with the rele-
vant expert knowledge.
All work must be completed using the latest BMW repair manuals, wiring diagrams, servicing manuals and work
instructions, in a logical order, using the prescribed tools (special tools), and observing current health and safety
regulations.


If you experience installation or functional problems, restrict troubleshooting to approx. 0.5 hours
for mechanical work and 1.0 hour for electrical work.
To avoid unnecessary extra work and/or costs, send an inquiry straight away to the technical parts support team
via the Aftersales Assistance Portal (ASAP).
Quote the following information:
– VIN,
– retrofit kit part number,
– a detailed description of the problem,
– any work already carried out.
Do not archive the hard copy of these installation instructions, since daily updates are supplied in ASAP!


Pictograms
! Denotes instructions that draw your attention to dangers.


Denotes instructions that draw your attention to special features.


Denotes the end of the instruction or other text.
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Installation information
All illustrations show LHD (left-hand drive) cars; proceed similarly on RHD (right-hand drive) cars.


Ordering instructions


Special tools required
00 9 317, panel wedge
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1. Preparatory work
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ISTA/AIR No.


The following components must be removed first of all
Decorative strips on left and right roof frame (no longer required) 51 13 208







2. Parts list
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Legend
A Left roof rail
B Right roof rail
C M8 hexagon screw (6x)







3. Roof rail installation
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Install the right roof rail A and left roof rail B as described in ISTA/AIR 51 13 307. 


Re-assemble the car.
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