

 


Original BMW Parts and Accessories.
Installation Instructions.
Black Matt Tailpipe Trims Retrofit Kit.
BMW X5 (G05)
BMW X6 (G06)
BMW X7 (G07)


Retrofit kit number
18 30 2 464 502 Set of tailpipe trims
18 30 2 464 503 Set of tailpipe trims
18 30 2 464 504 Set of tailpipe trims
18 30 2 464 505 Set of tailpipe trims


Installation time
The installation time is approx. 1.5 hours. This may vary depending on the condition of the vehicle and the
equipment in it.


Important information
These installation instructions are primarily designed for use within the BMW dealership organisation and by au-
thorised BMW service companies.
These installation instructions are intended for use by qualified specialist staff trained on BMW cars with the rele-
vant expert knowledge.
All work must be completed using the latest BMW repair manuals, wiring diagrams, servicing manuals and work
instructions, in a logical order, using the prescribed tools (special tools), and observing current health and safety
regulations.


If you experience installation or functional problems, restrict troubleshooting to approx. 0.5 hours
for mechanical work and 1.0 hour for electrical work.
To avoid unnecessary extra work and/or costs, please send an inquiry to the technical parts support team.
Quote the following information:
– VIN,
– retrofit kit part number,
– a detailed description of the problem,
– any work already carried out.
Please do not archive the printout of these installation instructions. The current version can be found in the EPC.


Pictograms
! Denotes instructions that draw your attention to dangers.


Denotes instructions that draw your attention to special features.


Denotes the end of the instruction or other text.


Installation information
Some of the installation is shown only on the left-hand side of the car; proceed in the same way on the right-hand
side of the car.
All illustrations show LHD (left-hand drive) cars; proceed similarly on RHD (right-hand drive) cars.
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Care instructions to be given to the customer
Go to the care instructions on page 7, print them out and give them to the customer.


Special tools required
None
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1. Preparatory work


ISTA/AIR No.


The following components must be removed first of all
Tailpipe trim bumper cover, rear left or right REP-REP-P-5112390-G05 - V.1


© BMW AG, Munich 01 29 5 A0D B27 11/2019 (V/Z) 1.1 4/7







2. Matt black tailpipe trim parts list


Legend
A Tailpipe trim, left/right (2 x)
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3. Installing the matt black tailpipe trim


Install the tailpipe trim A as described in
ISTA/AIR REP-REP-P-5112390-G05 - V.1. 
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4. Care instructions for matt black tailpipe trim


– Do not polish. This can cause shiny areas.
– Remove insect residues, bird droppings, tree resin, tar marks, fuel and oil immediately if possible.
– Use a soft sponge to remove these and do not rub forcefully. Matt paint special cleaner (part number


83 12 2 285 244) is a suitable cleaning product.
– Paintwork repairs caused by mechanical damage (scratches, dents, etc.) or environmental damage (etching,


etc.) should only be carried out by an approved BMW service station.
– Use only special paintwork sealants which are suitable for matt paints. Unsuitable paintwork sealants can sig-


nificantly change the level of sheen or may cause a patchy finish.
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