

Installation and Conversion Instructions
Cayenne (92A)
32/10 ENU 6690 6


Trailer Hitch (I-nos. 1D6)


Revision: This bulletin replaces bulletin Group 6, #32/10, dated December 9, 2014.


Model Year: As of 2011


Information: Retrofitting


Important: NOTapplicable for 2015–on Cayenne S E-Hybrid


Note: The new Cayenne can be retrofitted with a trailer hitch. Note the following special features:


• Permissible hook load of 309 lbs (140 kg)
• Totally versatile wading depth
• Convenient loading and safe parking is assured by removing the ball hitch/bar (mechanical trailer


hitch), Figure 1 — Not for USA (electric trailer hitch) shown.)
• Socket preparation for USA version
• Payload following installation, restricted by higher vehicle curb weight!
• Gross vehicle weight and axle load must not be exceeded!


Figure 1 — Not for USA (electric trailer hitch) shown.


Important: The electric extending and retracting hitch at the touch of a button (electric trailer hitch) is not available
for the USA. Some references/work procedure steps pertain to “electric hitch” and are not applicable.
The “mechanical trailer hitch” is applicable for USA.
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Cayenne (92A)6 6690 ENU 32/10
Installation and Conversion Instructions


Information
Please pass all this information on to the customer.


Also give the customer a copy of the first pages of these Installation and Conversion Instructions,
including the legal regulations.


Parts Info: 958.044.801.31  Trailer hitch, mechanical – USA (1D6)


Parts list:


Figure 2


Note: Not all items shown above are applicable for USA.


958.722.004.001 1 x Trailer hitch –mechanical– USA/Canada; incl. wire harness, plug
socket preparation  Figure 2 -3- and stopper (for mounting ball
hitch) Figure 2 -6-


955.044.000.281 1 x Ball hitch –removable– USA/Canada Figure 2 -4-
— — —1 1 x “No tail light” sticker – marking (ONLY for USA) Figure 2 -5-
955.722.030.001 1 x Plug, USA / Canada variant  Figure 2 -6-
958.618.137.00 1 x Trailer hitch control unit bracket Figure 2 -7-
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Installation and Conversion Instructions
Cayenne (92A)
32/10 ENU 6690 6


7P0.907.383.G1 1 x Trailer hitch control unit –electric– Figure 2 -9-
N 910.292.02 8 x Hexagon-head bolt, M12 x 1.5 x 100  Figure 2 -10-


1 x Not for USA Figure 2 -12-
1 x Not for USA Figure 2 -13-


N 910.967.01 5 x Countersunk screw, M6 x 16 (not shown)
N 102.849.05 2 x Hexagon socket head bolt, M6 x 8 (not shown)
— — — 10 x Tie-wrap (not shown)
— — —1 1 x Connector housing for button, 12-pin incl. ready-made yellow/white


cable (not shown — not applicable for USA)


1 ONLY contained in respective set!


Tools: Nr.88 - Torque angle torque wrench Nr.21 - Disassembly tool
Socket-wrench insert, Torx T20/25/27/30 Screwdriver, hexagon socket a/f 5
Open-ended/ring wrench, a/f 8/10 Socket-wrench insert a/f 17/19/21
Screwdriver Saw or vibrating knife
Change-over ratchet Steel drill bit, Ø up to 8.0 mm
Side cutters Tap, M12 x 1.5
Drill Round/flat file
Plastic wedge Flat scraper
Knife Shop light


Work Procedure: 1 Preparatory work


1.1 Connect battery charger ( Workshop Manual '2X00IN Battery trickle charging').


1.2 Remove rear bumper ( Workshop Manual '635019 Removing and installing rear bumper').


1.3 Check that the screw threads and contact surfaces for fitting the trailer hitch are not dirty,
clean them and re-cut the threads using an M12 x 1.5 tap if necessary.
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Cayenne (92A)6 6690 ENU 32/10
Installation and Conversion Instructions


Figure 3


1.4 ONLY for vehicles with full-size spare wheel in
luggage compartment (I No. 3F4):


1 – Full-size spare wheel carrier
2 – Luggage compartment cover


(version: full-size spare wheel)
3 – Luggage compartment side trim


panel


1.4.1 Remove spare wheel incl. carrier.


1.4.2 Remove luggage compartment trim
panel (luggage compartment cover)
(  Workshop Manual '700619
Removing and installing trim panel
for luggage compartment (luggage
compartment cover)').


1.5 Remove rear right luggage compartment side
trim panel ( Workshop Manual '700319
Removing and installing rear luggage
compartment side trim panel').


Figure 4


1.6 Remove loudspeaker amplifier ( Workshop
Manual '914419 Removing and installing
loudspeaker amplifier', Figure 4 ).
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Installation and Conversion Instructions
Cayenne (92A)
32/10 ENU 6690 6


Figure 5


1.7 Only vehicles with reversing camera with
ParkAssist (I No. 7X8) and / or TV tuner (I-No.
QV1):


1 – Combination holder
2 – TV tuner
3 – Reversing camera control unit


1.7.1 Remove combination holder with
reversing camera control unit
and TV tuner control unit (see also
 Workshop Manual '669619
Removing and installing trailer hitch
control unit').


1.7.2 Swivel combination holder with control unit(s) to one side.


2 Install trailer hitch control unit (see also Workshop Manual '669019 Removing and installing trailer
hitch').


2.1 Secure trailer hitch to the vehicle.


2.1.1 Attach the trailer hitch using 8 new bolts M12 x 1.5 x 100 and tighten by hand.


Figure 6


2.1.2 Align bolt guides for the trailer hitch
( Figure 6 -A-) symmetrically with
respect to the eight bolt heads M12
x 1.5 x 100 ( Figure 6 -arrows-).


A – Bolt guides


2.1.3 Tighten trailer hitch fully.
tightening torque 120 Nm


2.2 ONLY for trailer hitch –electric–:
In the case of vehicles from model year
2015 onwards, the "black" connector of the
electric wire harness should be changed from
6 or 10-pin on 12-pin configuration.
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Cayenne (92A)6 6690 ENU 32/10
Installation and Conversion Instructions


Figure 7


2.2.1 ONLY for trailer hitch –electric–:
Open the secondary locking
mechanism of the Figure 7
-arrow a- 6 or 10-pin "black"
connector Figure 7 -arrow b-.


Figure 8


2.2.2 ONLY for trailer hitch –electric–:
Carefully release the locking mech-
anisms of the socket contacts
Figure 8 -arrow a- and draw out the
lines  Figure 8 -arrow b-.


Figure 9


2.2.3 ONLY for trailer hitch –electric–:
Press down the locking mechanism
of the "black" 12-pin connector
Figure 9 -arrow a- and slide the
plug socket out of the plug carrier
 Figure 9 -arrow b-.


Electric line YE/WH should remain
in chamber 6 of the "black" 12-pin
connector.
Insert the remaining electric lines
into chambers 7 to 12:


• YE/GN in chamber 7
• GR/GR in chamber 8
• YE/BN in chamber 9
• YE/WH in chamber 10
• YE/BK in chamber 11
• YE/BU in chamber 12
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Cayenne (92A)
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Figure 10


2.3 Route the electric wire harness for the trailer
hitch through the vehicle interior (see also
Workshop Manual '972419 Removing and
installing the wire harness for the removable
trailer hitch').


1 – Pre-assembled rubber grommet (Ø
40 mm)


2 – Dummy plug (Ø 29 mm)
3 – Threaded bolt


NOTICE


Incorrect line routing


• Risk of damage to lines and hoses


• Malfunction and fault memory entry on control unit


 Avoid small bending radii when routing lines.


 File down edges and burrs in the routing area or mask them with adhesive tape.


 Maintain a sufficient distance from components exposed to high temperatures while
driving.


2.3.1 Remove the dummy plug (Ø 40 mm) from the vehicle floor and route the trailer hitch
wire harness into the luggage compartment.


2.3.2 Guide the electric wire harness into the vehicle as far as necessary to ensure a
sufficient distance to the exhaust system.


2.3.3 Insert the pre-assembled rubber grommet ( Figure 10 -1-) into the bore (Ø 40
mm) in the body.


2.3.4 Attach pre-fitted tie-wrap (wire harness) to threaded bolt ( Figure 10 -3-).


2.4 Route the electric wire harness (vehicle interior) and connect it.
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Cayenne (92A)6 6690 ENU 32/10
Installation and Conversion Instructions


Figure 11


Trailer hitch connection diagram


1 – “Black”connector → trailer hitch
control unit


3 – “Blue” connector → trailer hitch
control unit (ONLY for trailer hitch
–electric–)


4 – “Black” connector → control switch
(ONLY for trailer hitch –electric–)


5 – “Green” connector → “1HER_P”
connection point (connector strip
pre-wiring for trailer hitch)


Information
Depending on vehicle equipment (e.g. with reversing camera with ParkAssist (I No. 7X8)
and / or TV tuner (I No. QV1) the trailer hitch control unit is installed on different brackets / at
different positions.


Figure 12


Position of trailer hitch control unit


A – Trailer hitch control unit, horizontal
position


B – Trailer hitch control unit, vertical
position


1 – Reversing camera with ParkAssist
control unit (I No. 7X8)


2 – Trailer hitch control unit
3 – Connector strip for existing wiring
4a – Control unit holder, parts package


(version: Vehicles WITHOUT TV
tuner)


4b – Control unit holder (version: Vehicles
WITH TV tuner)


5 – TV tuner control (I No. QV1)
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Figure 13


2.4.1 Route electric wire harness as
follows:


1 – "Black" connector
2 – “Red” connector = prepa-


ration (pre-installed in
vehicle)


3 – “Blue” connector
4 – "Black" connector
5 – "Green" connector
6 – Trailer hitch control unit


holder (variant WITHOUT
TV tuner)


7 – Connector strip discon-
nection point “1HER_P”


8 – Trailer hitch control unit
9 – Rectangular cut-out (in


body)


• “Black” and “blue” connectors
→ along the standard wire harness → installation position of trailer hitch
control unit ( Figure 13 -1 & 3-);


• “Red” connector = expose preparation (pre-installed in vehicle  Figure 13
-2-) → along the standard wire harness → installation position of trailer hitch
control unit ( Figure 13 -1 & 3-);


• ONLY for electrically extending trailer hitch: “Black” connector ( Figure 13
-4-) → along the standard wire harness → rectangular cut-out (in body,
Figure 13 -9-);


• “Green” connector ( Figure 13 -5-) → connector strip disconnection point
“1HER_P” (connector strip for existing wiring for trailer hitch, Figure 13 -7-)
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Cayenne (92A)6 6690 ENU 32/10
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Figure 14


2.4.2 Connect plug connections to trailer
hitch control unit ( Figure 14).


A – Trailer hitch –electric–
control unit


B – Trailer hitch –mechanical–
control unit


1 – "Black" connector
2 – “Red” connector = prepa-


ration (pre-installed in
vehicle)


3 – “Blue” connector (ONLY
for trailer hitch –electric–)


2.4.3 Position trailer hitch control unit in
the relevant holder and fasten using
countersunk screws M6 x 16 (2 x) .
tightening torque 4.5 Nm


Figure 15


2.4.4 Plug “green” connector in
connector strip disconnection point
“1HER_P”.


1 – “Green” connector (trailer
hitch pre-wiring)


2 – Connector strip discon-
nection point “1HER_P”


Figure 16


2.4.5 ONLY for trailer hitch – electric-:
Release and disconnect electric
Figure 16 -2- plug connection (blue)
on Figure 16 -arrows A, B- the
control unit for Figure 16 -arrow
C-rear-end electronics.


Jan 23, 2015
Page 10 of 16 Tequipment 2016© Porsche Cars North America, Inc.







Installation and Conversion Instructions
Cayenne (92A)
32/10 ENU 6690 6


Figure 17


2.4.6 ONLY for trailer hitch – electric-:
Press  Figure 17 -arrow- down
the locking mechanism and slide 
Figure 17 -1- the grey plug socket
out Figure 17 -2- of the plug
carrier.


Figure 18


2.4.7 ONLY for trailer hitch – electric-:
Release the socket contact of the
YE/WH electric line from chamber
3 Figure 18 -arrow a- and pull
it out of the Figure 18 -arrow
b-plug socket.


Figure 19


2.4.8 ONLY for trailer hitch – electric-:
Crimp together electric line YE/WH
from electric wire harness for trailer
hitch and electric line YE/WH from
plug socket with an insulated cable
connection  Figure 19 -1- as a
splice.


Slide the shrink-fit hose over the
Figure 19 -2- splice and shrink the
hose to make it water-tight with a
hot-air gun.


2.4.9 ONLY for trailer hitch – electric-:
Reinstall electric line YE/WH in
chamber three of the grey plug
socket.
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Figure 20


2.4.10 ONLY for trailer hitch – electric-:
Slide grey plug socket Figure 20
-1- into the plug carrier Figure
20 -2- until the locking mechanism
 Figure 20 -arrow- engages.


2.4.11 ONLY for trailer hitch – electric-:
Use a tie-wrap or wrapping tape
to route an electric line from an
electric plug connection (blue)
 Figure 21 -1- to the "black"
connector Figure 21 -2-
and attach it to existing lines or
components without tension and so
that no chafing occurs.


Figure 21
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Figure 22


2.4.12 ONLY for trailer hitch –electric–:
Route the electric wire for the
control switch.


1 – "Black" connector
2 – Rectangular cut-out (in


body)
3 – Connector strip discon-


nection point “1HER_P”
4 – Trailer hitch control unit


Lay electric line with “black”
connector through the (rect-
angular) cut-out to the luggage
compartment.


Figure 23


3 ONLY for trailer hitch –electric–:
Make a cut-out for the control switch in the right side
trim panel.


1 – Right luggage compartment side trim panel
2 – Foam mat
3 – Embossing
arrow – Cut-out for lateral guide (control switch


frame)


3.1 Carefully detach foam mat ( Figure 23 -2-)
from inside of luggage compartment side
trim ( Figure 23 -1-) at embossed area (
Figure 23 -3-).


Information
Mask the sawing area to prevent damage.


3.2 Carefully make a cut-out at the inside of the
impression.


3.3 Smooth off cut edges with scissors or a knife.


3.4 Clip control switch frame into side trim panel (note installation position –lateral guide–).


4 Concluding work
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4.1 Position and attach trailer hitch control unit holder/combination holder with control units (see
also Workshop Manual '669619 Removing and installing trailer hitch control unit').
Tightening torque 4.5 Nm (3 ftlb.)


4.2 Install loudspeaker amplifier ( Workshop Manual '914419 Removing and installing loud-
speaker amplifier').
tightening torque 8 Nm


4.3 Install rear right side trim panel for luggage compartment ( Workshop Manual '700319
Removing and installing rear side trim panel for luggage compartment').


Figure 24


ONLY for trailer hitch –electric–:


1 – "Black" plug
2 – Side trim panel cut-out
3 – Control switch


• Guide "black" plug through the cut-out in
the side trim panel.


• Connect plug connection for control
switch.


• Clip control switch into luggage
compartment side trim panel cut-out
(note installation position).


4.4 ONLY for vehicles full-size spare wheel in luggage compartment (I No. 3F4):


4.4.1 Install luggage compartment trim panel (luggage compartment cover) (
Workshop Manual '700619 Removing and installing trim panel for luggage
compartment (luggage compartment cover)').


4.4.2 Install spare wheel incl. carrier.


4.5 Install rear bumper ( Workshop Manual '635019 Removing and installing rear bumper').


5 Code trailer hitch and carry out function test


5.1 9818 - Connect PIWIS Tester 2, switch on ignition.


5.2 Select vehicle type “Cayenne as of MY 2011”. Press •F12“ to continue.


5.3 Enter trailer hitch in the vehicle data.


5.3.1 Switch to the control unit overview by touching the “Overview” cell. Press the
•F7“ to switch to the “Additional menu” item.


5.3.2 When the question: Create Vehicle Analysis Log (VAL)? appears, continue by
pressing •F11“.


5.3.3 Select the “Management of vehicle order” function. Continue pressing •F12“ until
“PR numbers” is displayed in the Value group column.
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5.3.4 Select “TRAILER HITCH” in the Family column and switch to the Value column. A
drop-down menu opens. Select the relevant retrofitted trailer hitch from the list.
Continue by pressing •F8“.


5.3.5 Wait until the message “Modified values have been buffered” is displayed and a tick
appears behind “TRAILER HITCH, EL. RETRACTABLE", for example. Confirm the
changes several times by pressing •F12“ and then write the values by pressing
•F8“.


5.3.6 Wait for the message “Creation of vehicle order has been completed.” Continue to
Log management by pressing •F12“.


5.3.7 Open the log by pressing •F10“ and check that vehicle equipment “Trailer hitch”
has been entered. Then close the log.


5.3.8 Press •F11“ to switch to the control unit overview.


5.4 Code (trailer hitch) control units.


5.4.1 Switch to the control unit overview screen. Select all control units (•CTRL+A“).
Press •F12“ to continue.


5.4.2 Switch to “Automatic coding” in the “Codings/adaptations” menu and code all
control units by pressing •F12“.


5.4.3 When coding has been completed successfully, a part number (e.g. 7P0907383C)
is displayed in the “Part number” column under “Trailer hitch” in the control unit
overview.


5.5 ONLY for trailer hitch –electric–:
Initialise trailer hitch control unit.


5.5.1 Select the “Trailer hitch” line in the control unit overview menu and switch to the
“Drive links / tests” menu.


5.5.2 Select the “Initialize trailer hitch control unit” function. Press •F12“ to continue.


5.5.3 Start the function by pressing •F8“ and •F12“.
The value “No” is still displayed in the “AVS initialised” line. The ball hitch of the
electric trailer hitch is fully extended and retracted again.


5.5.4 Initialisation is complete when the value for “AVS initialized” is “Yes”.


5.6 Once coding is complete, read out the fault memories of all systems, correct any existing
faults and erase the fault memory ( Workshop Manual '0X03IN Maintenance diagnosis:
Diagnosis system and maintenance inter...').


5.7 Switch off ignition and disconnect the 9818 - PIWIS Tester 2.


5.8 Disconnect battery charger. ( Workshop Manual '2X00IN Battery trickle charging').
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66902300: Installing trailer hitch
Includes: Removing and installing rear apron and side trim panel for rear


luggage compartment, fitting and coding trailer hitch.
Without: Removing and installing spare wheel incl. carrier (ONLY for


vehicles with full-size spare wheel in luggage compartment
[I-no. 3F4]).


Labor time: 270 TU


66902303: Installing trailer hitch
Includes: Removing and installing rear apron and side trim panel for rear


luggage compartment, reworking side trim panel and installing
control switch.
Fitting and coding trailer hitch.
Initialising trailer hitch control unit.


Without: Removing and installing spare wheel incl. carrier (ONLY for
vehicles with full-size spare wheel in luggage compartment
[I-no. 3F4]).


Labor time: 310 TU


91702553: Programming Lane Change Assist control unit
Includes: Calibrating calibration plate on the vehicle.


Labor time: 47 TU


Important Notice: Technical Bulletins issued by Porsche Cars North America, Inc. are intended only for use by professional automotive technicians who have attended Porsche service training
courses. They are written to inform those technicians of conditions that may occur on some Porsche vehicles, or to provide information that could assist in the proper servicing of a vehicle. Porsche special
tools may be necessary in order to perform certain operations identified in these bulletins. Use of tools and procedures other than those Porsche recommends in these bulletins may be detrimental to the
safe operation of your vehicle, and may endanger the people working on it. Properly trained Porsche technicians have the equipment, tools, safety instructions, and know-how to do the job properly and
safely. If a particular condition is described, do not assume that the bulletin applies to your vehicle, or that your vehicle will have that condition. See your authorized Porsche Dealer for the latest information
about whether a particular technical bulletin applies to your vehicle. Part numbers listed in these bulletins are for reference only. Always check with your authorized Porsche dealer to verify the current and
correct part numbers. The work procedures updated electronically in the Porsche PIWIS diagnostic and testing device take precedence and, in the event of a discrepancy, the work procedures in the PIWIS
Tester are the ones that must be followed. © Porsche Cars North America, Inc.
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