

Installation and Conversion Instructions
Cayenne (92A)
40/14 ENU 2601 2


Sports Exhaust System (I-no. 0P8/0P9)


Revision: This bulletin replaces bulletin Group 2, #40/14, dated March 19, 2015.


Model Year: As of 2016


Concern: Retrofitting


Engine type: MCEYA = 3.6 liter – Cayenne


Note: The sports exhaust system is activated and deactivated using the strip for switches with the additional
"Twin tailpipe" button. The sports exhaust system is also activated by pressing the “Sport” button. The
sports exhaust system can be switched off separately in these modes using the "Twin tailpipe" button.


Engine power and exhaust behaviour of the vehicle are not affected. The sports exhaust system is also
available as a factory installed option for new vehicles by requesting optional equipment “0P8/0P9”.


Parts Info: 958.044.200.30  Sports exhaust system, Silver tailpipe covers, set
958.044.200.31  Sports exhaust system, Black tailpipe covers, set


Information on
ordering:


The strip for switches (keypad) must also be ordered.
The illustration and table make ordering easier.
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Cayenne (92A)2 2601 ENU 40/14
Installation and Conversion Instructions


Figure 2


Installed
strip for switches


Required
strip for switches


Part number Part number


1 958.613.158.00 2 958.613.171.00


3 958.613.160.00 4 958.613.173.00


5 958.613.159.00 6 958.613.172.00


7 958.613.161.00 8 958.613.174.00


9 958.613.167.00 10 958.613.175.00


11 958.613.169.00 12 958.613.177.00


13 958.613.168.00 14 958.613.176.00


15 958.613.170.00 16 958.613.178.00
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Installation and Conversion Instructions
Cayenne (92A)
40/14 ENU 2601 2


Parts List:


Figure 3


7P5.253.682.AS1 1 x Sports tailpipe, outer right Figure 3 -1-
7P5.253.682.AR1 1 x Sports tailpipe, inner right Figure 3 -2-
7P5.253.681.AR 1 1 x Sports tailpipe, inner left  Figure 3 -3-
7P5.253.681.AS 1 1 x Sports tailpipe, outer left  Figure 3 -4-
955.111.108.50 2 x Clamp  Figure 3 -5-
955.111.108.70 2 x Clamp  Figure 3 -6-
958.111.912.20 1 x Rear silencer Figure 3 -7-
958.111.220.20 2 x Clamping sleeve  Figure 3 -8-
958.111.160.20 1 x Control line for door sill Figure 3 -9-
958.111.162.00 1 x Control line for wheel housing  Figure 3 -10-
958.111.160.80 1 x Control line for engine compartment  Figure 3 -11-
958.111.160.31 1 x Control line for rear axle Figure 3 -12-
958.111.160.91 1 x Vacuum line Figure 3 -13-
958.044.200.05 1 x Electric wire harness  Figure 3 -14-
958.111.160.40 1 x Control line for rear silencer (not shown)
958.111.709.00 2 x Vacuum hose (not shown)
N 909.210.02 4 x Screw, M8 x 22 (not shown)
N 106.645.03 1 x Screw, M8 x 45 (not shown)
N 020.904 4 15 x Tie-wrap (not shown)
WHT.007.767 1 x Grommet (not shown)
958.110.637.10 1 x T-piece (not shown)
N 989.520.01 1 x Screw, M11.113 x 1.27 x 18 (not shown)
7P5.253.681.AT2 1 x Sports tailpipe, inner left (not shown)
7P5.253.682.AT2 1 x Sports tailpipe, inner right (not shown)
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7P5.253.681.BA 2 1 x Sports tailpipe, outer left (not shown)
7P5.253.682.BA2 1 x Sports tailpipe, outer right (not shown)


1 Only contained in parts kit 958.044.200.31.


2 Only contained in parts kit 958.044.200.30.


Notes: Identifying features when installed


Figure 4


The part number 7P5.253.611.AC, type number T7P5062 and the Porsche logo are shown on the rear
muffler:


The Porsche logo, part number and week/year of manufacture are shown on the side of the sports
tailpipes. See example in list below:


Sports tailpipes, left Sports tailpipes, right
Part No. 7P5.253.681.AS /


7P5.253.681.AR
7P5.253.682.AR /
7P5.253.682.AS


Week/year of manufacture 24/14 24/14


Materials: — — — — — Wrapping tape (commercially available)
000.043.172.00 — — Sealing cord


Tools: Nr.166 - Chain-type pipe cutters


Nr.166-1 - Ratchet-type pipe cutters


9818 - PIWIS Tester II
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Installation and Conversion Instructions
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Work Procedure: 1 Preparatory work.


1.1 Connect a battery charger.  Workshop Manual '2X00IN Battery trickle charging'


1.2 Remove C-pillar trim panel at the right.  Workshop Manual '706819 Removing and
installing C-pillar trim panel'


1.3 Remove rear side trim panel at the right.  Workshop Manual '707519 Removing and
installing rear side trim panel'


1.4 Loosen D-pillar trim panel at the right.  Workshop Manual '706919 Removing and installing
D-pillar trim panel'


1.5 Remove rear lock carrier cover.  Workshop Manual '703919 Removing and installing rear
lock carrier cover'


1.6 Remove trim panel for luggage compartment (luggage compartment cover) at the lock
carrier.  Workshop Manual '700619 Removing and installing trim panel for luggage
compartment (luggage compartment cover) at the lock carrier'


1.7 Remove side trim panel for luggage compartment at the right.  Workshop Manual
'700319 Removing and installing side trim panel for rear luggage compartment'


1.8 Remove loudspeaker booster.  Workshop Manual '914419 Removing and installing loud-
speaker booster'


1.9 Remove engine compartment trim panel at the right.  Workshop Manual '700219
Removing and installing front trim panel (engine compartment)'


1.10 Remove right headlight.  Workshop Manual '941519 Removing and installing headlights'


1.11 Remove headlight mounting at the right.  Workshop Manual '941419 Removing and
installing headlight mounting'


Figure 5


1.12 Unscrew and remove fastening screw
Figure 5 -arrow- on the filler tube for the
windshield-washer reservoir.


1.13 Remove right front wheel and right rear
wheel.  Workshop Manual '440519
Removing and installing wheel'


1.14 Remove front wheel housing liner at the right.
 Workshop Manual '505619 Removing and
installing front wheel housing liner'


1.15 Remove rear wheel housing liner at the right.
 Workshop Manual '536919 Removing and
installing rear wheel housing liner'


1.16 Remove windshield-washer reservoir.  Workshop Manual '926019 Removing and installing
windscreen-washer reservoir'
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Cayenne (92A)2 2601 ENU 40/14
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1.17 Remove center cover at the right.  Workshop Manual '519319 Removing and installing
centre underbody cover'


2 Install new rear muffler.


2.1 Replace rear muffler.  Workshop Manual '263355 Replacing rear silencer'


2.2 Adjust sports tailpipes.  Workshop Manual '263415 Adjusting tailpipe'


3 Route control lines.


3.1 Route control line for rear axle.


Figure 6


3.1.1 Guide control line for rear axle
through the bore  Figure 6
-arrow- in the rear axle housing
and to the control line for the
rear muffler Figure 6 -2- and
longitudinal member  Figure 6
-4-.


3.1.2 Push control line for rear axle 
Figure 6 -1- onto the rear muffler
control line  Figure 6 -2-.


3.1.3 Secure control line for rear axle to
the rear axle housing with a fixing
clip  Figure 6 -3-.


3.2 Route control line for door sill.


Figure 7


3.2.1 Only for vehicles with levelling
system:
Unscrew fastening screws
Figure 7 -1- on the compressor
and support the compressor
 Figure 7 -2- using suitable
devices.  Workshop Manual
'431519 Removing and installing
compressor for the levelling
system'
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Figure 8


3.2.2 Route control line for door sill
Figure 8 -1- and clip it in at the
existing brake pressure line.


Figure 9


Clip control line for door sill
Figure 9 -1- in the front wheel
housing area onto the existing
brake pressure line  Figure 9
-arrow-.


Figure 10


Clip control line for door sill in the
compressor area onto the existing
brake pressure line  Figure 10
-arrows-.
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Figure 11


Clip control line for door sill
Figure 11 -3- in the rear axle
housing area onto the existing
brake pressure lines Figure 11
-2-.


Connect control line for door sill
Figure 11 -3- and control line for
rear axle Figure 11 -1- ( Figure
11 -arrows-).


Figure 12


3.3 Only for vehicles with levelling system:
Disengage compressor  Figure 12 -2- and
tighten fastening screws for compressor
Figure 12 -1-.
 Workshop Manual '4X00IN Tightening
torques for levelling system/Porsche
Dynamic Chassis Control (PDCC)'


3.4 Route control line for engine compartment.


Figure 13


3.4.1 Push grommet  Figure
13 -1- onto the vacuum line
(958.111.160.91)  Figure 13
-2-.
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Installation and Conversion Instructions
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Figure 14


3.4.2 Guide vacuum line
(958.111.160.91)  Figure 14 -1-
through the wheel housing  Figure
14 -arrow a-. Fit grommet into the
wheel housing.


Clip fixing clip Figure 14 -2- into
the coolant reservoir.


Figure 15


3.4.3 Pull dummy plug Figure 15 -1-
off the T-piece of the standard
vacuum line.


Figure 16


3.4.4 Push control line for engine
compartment (958.111.160.80)
 Figure 16 -1- onto the T-piece 
Figure 16 -2-.
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Figure 17


3.4.5 Connect control line for engine
compartment (958.111.160.80)
 Figure 17 -4- to the vacuum line
(958.111.160.91) Figure 17 -3-
( Figure 17 -arrows-).


Fit large fixing clip  Figure 17 -1-
onto the flexible hose  Figure 17
-2-.


Fit small fixing clip  Figure 17 -6-
onto the flexible hose  Figure 17
-5-.


3.5 Route control line for wheel housing.


Figure 18


3.5.1 Fit fixing clip Figure 18 -2- from
control valve  Figure 18 -1- on
the wheel housing  Figure 18
-arrow-.


Figure 19


3.5.2 Connect control line for wheel
housing  Figure 19 -3- to the
vacuum line (958.111.160.91) 
Figure 19 -1-.


Fit fixing clips Figure 19 -2-.
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Figure 20


Fit fixing clips Figure 20
-arrows- on the seam on the wheel
housing.


Figure 21


3.5.3 Connect control line for wheel
housing  Figure 21 -1- and
control line for door sill Figure 21
-2-.


4 Install electric wire harness.


4.1 Route electric wire harness in the front wheel
housing area at the right.
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Figure 22


4.1.1 Push connector  Figure 22 -3-
onto control valve.


1 – Long line end (power
supply)


2 – Short line end (ground line)


Route long line end along the
control line for the wheel housing
and secure with a tie-wrap.


Figure 23


4.1.2 Route short line end Figure 23
-1- to the front right headlight and
secure to the standard wire harness
with a tie-wrap Figure 23 -2-.


Secure fixing clip  Figure 23 -3-
on the longitudinal member.


Figure 24


4.1.3 Secure cable ring eyelet to ground
pin 6 Figure 24 -arrow- (longi-
tudinal member).
Tightening torque 9 Nm
(6.5 ftlb.)


Jun 5, 2015
Page 12 of 20 Tequipment 2015© Porsche Cars North America, Inc.







Installation and Conversion Instructions
Cayenne (92A)
40/14 ENU 2601 2


Figure 25


4.2 Route electric wire harness in the door sill
area.


4.2.1 Only for vehicles with levelling
system:
Secure electric wire harness 
Figure 25 -1- to the compressor
 Figure 25 -2- and secure with a
tie-wrap.


4.2.2 Route electric wire harness 
Figure 25 -1- along the control line
for the door sill and secure with a
tie-wrap.


4.3 Route electric wire harness in the rear wheel
housing area.


Figure 26


4.3.1 Route electric wire harness 
Figure 26 -1- through the protective
plate Figure 26 -2- in the rear
wheel housing area and secure to
the existing lines with a tie-wrap.
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Figure 27


Figure 28


4.3.2 Punch grommet  Figure 28 -2-
and guide electric wire harness 
Figure 28 -1- into the passenger
compartment.


Figure 29


4.4 Route electric wire harness  Figure 29 -1-
to the rear-end electronics control unit
Figure 29 -2- and secure it to the standard
electric wire harness with a tie-wrap.


4.5 Connect electric wire harness to the rear-end
electronics control unit.
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Figure 30


4.5.1 Press down the locking mechanism
 Figure 30 -arrow- and swivel
the clip  Figure 30 -1- upwards.
Disconnect electric plug connection
 Figure 30 -2-.


Figure 31


4.5.2 Press down the locking mechanism
 Figure 31 -arrow- and push the
grey plug socket Figure 31 -1-
out of the plug carrier Figure 31
-2-.


Information
Ensure socket contact is seated securely.


Figure 32


4.5.3 Insert socket contact  Figure 32
-1- into chamber A2 of the grey
plug socket Figure 32 -2-.
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Figure 33


4.5.4 Push grey plug socket Figure 33
-1- into the plug carrier Figure
33 -2- until the locking mechanism
 Figure 33 -arrow- engages.


Figure 34


4.5.5 Connect electric plug connection
Figure 34 -2- and swivel the clip
Figure 34 -1- downwards.


4.6 Seal grommet with adhesive compound
(butyl).


5 Concluding work.


5.1 Install loudspeaker booster.  Workshop
Manual '914419 Removing and installing
loudspeaker booster'


5.2 Install side trim panel for luggage
compartment at the right.  Workshop
Manual '700319 Removing and installing side trim panel for rear luggage compartment'


5.3 Install rear lock carrier cover.  Workshop Manual '703919 Removing and installing rear
lock carrier cover'


5.4 Install trim panel for luggage compartment (luggage compartment cover) at the lock carrier.
 Workshop Manual '700619 Removing and installing trim panel for luggage compartment
(luggage compartment cover) at the lock carrier'


5.5 Install rear side trim panel at the right.  Workshop Manual '707519 Removing and
installing rear side trim panel'


5.6 Secure D-pillar trim panel at the right.  Workshop Manual '706919 Removing and installing
D-pillar trim panel'


5.7 Install C-pillar trim panel at the right.  Workshop Manual '706819 Removing and installing
C-pillar trim panel'


5.8 Install center cover at the right.  Workshop Manual '519319 Removing and installing
centre cover'


5.9 Install rear wheel housing liner at the right.  Workshop Manual '536919 Removing and
installing rear wheel housing liner'
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5.10 Install windshield-washer reservoir.  Workshop Manual '926019 Removing and installing
windscreen-washer reservoir'


5.11 Install front wheel housing liner at the right.  Workshop Manual '505619 Removing and
installing front wheel housing liner'


5.12 Fit right front wheel and right rear wheel.  Workshop Manual '440519 Removing and
installing wheel'


Figure 35


5.13 Screw in fastening screw Figure 35
-arrow- on the filler tube for the wind-
screen-washer reservoir.


5.14 Install headlight mounting at the right. 
Workshop Manual '941419 Removing and
installing headlight mounting'


5.15 Install right headlight.  Workshop Manual
'941519 Removing and installing headlights'


5.16 Install engine compartment trim panel at
the right.  Workshop Manual '700219
Removing and installing front trim panel
(engine compartment)'


6 Install new selector switch.


6.1 Remove levelling system (selector switch).  Workshop Manual '431019 Removing and
installing levelling system (selector switch)'


6.2 Convert levelling system (selector switch).


Figure 36


6.2.1 Release locking lug Figure 36
-2- at the front Figure 36 -a-. Lift
trim  Figure 36 -1- slightly.


Insert a small screwdriver into the
housing on both sides  Figure 36
-b-. Press down (release) the clips
 Figure 36 -3-carefully and pull
up the trim.
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Figure 37


6.2.2 Release combined switch Figure
37 -1- ( Figure 37 -a-) and pull it
out of the keypad Figure 37 -2-.


6.2.3 Insert combined switch into the
new keypad and press it down until
the combined switch locks with an
audible click.


6.2.4 Position trim on the levelling system
(selector switch) and press it down
until the trim locks with an audible
click.


6.3 Install levelling system (selector switch). 
Workshop Manual '431019 Removing and installing levelling system (selector switch)'


NOTICE


Voltage drop


• Risk of irreparable damage to control unit


• Risk of damage to control unit


• Fault entries in the control unit


• Coding in the control unit is aborted


• Malfunctions in control unit, even during programming


 Switch off the ignition and remove the ignition key before disconnecting the control unit.


 Ensure that the power supply is not interrupted during programming.


 Connect a battery charger with a current rating of at least Nominal value 40 A to the vehicle battery.


Information
The 9818 - PIWIS Tester 2 instructions take precedence since the description may be different
with later Tester releases.


The procedure described here has been structured in general terms; different text or additions may
appear on the 9818 - PIWIS Tester 2.


7 Code sports exhaust system.


7.1 9818 - PIWIS Tester II must now be connected and the ignition switched on.


7.2 Select the required vehicle type. PIWIS Tester II Diagnostics starts.


7.3 Maintenance of vehicle data.
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7.3.1 Additional menu must now be selected by pressing •F7“. Press •F11“ to
confirm the question “Create vehicle analysis log (VAL)?”.


7.3.2 Select the Maintenance of vehicle data function. Press •F12“ until PR
numbers appears in the Value group column.


7.3.3 Select Exhaust tailpipe in the Family column.


Open the sub-menu in the Value column and select 0P8 - Sports exhaust system
or 0P9 - Sports exhaust system, black tailpipe. Press •F12“ to continue.


7.3.4 The selected values appear. Press •F8“ to write values. Wait until the message
Generation of vehicle data is complete. .... to continue. appears.


7.3.5 Press •F12“ to switch to Report management. Press •F10“ to open the log and
check that the vehicle equipment
0P8 - Sports exhaust system or 0P9 - Sports exhaust system, black
tailpipe is entered. Close the log.


Press •F11“ to switch to the control unit overview.


7.4 Adapt coding.


7.4.1 Select all control units by pressing •Ctrl A“.


Switch to the Codings/adaptations menu.


7.4.2 Automatic coding must now be selected. Press •F12“ to continue.


7.4.3 Wait until the message Coding has been completed successfully appears.
Press •F12“ to continue.


Switch to the Overview menu.


7.5 Read out the fault memories of all systems, work through any existing faults and erase the
fault memories.  Workshop Manual '0335IN Diagnostic maintenance: diagnostic system
and maintenance inter…'


7.6 Switch off ignition and disconnect 9818 - PIWIS Tester II.


8 Adjust right headlight.  Workshop Manual '941516 Adjusting headlights'


9 Disconnect the battery charger.  Workshop Manual '2X00IN Battery trickle charging'
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26013100 Exhaust system converted
Includes: Replacing rear muffler, routing and connecting control lines


and electric wire harness, removing and installing loudspeaker
booster, front and rear wheel housing liner, underbody covers,
right wheels, headlight and right headlight mounting and
removing, converting and installing selector switch.


Labor time: 565 TU


Important Notice: Technical Bulletins issued by Porsche Cars North America, Inc. are intended only for use by professional automotive technicians who have attended Porsche service training
courses. They are written to inform those technicians of conditions that may occur on some Porsche vehicles, or to provide information that could assist in the proper servicing of a vehicle. Porsche special
tools may be necessary in order to perform certain operations identified in these bulletins. Use of tools and procedures other than those Porsche recommends in these bulletins may be detrimental to the
safe operation of your vehicle, and may endanger the people working on it. Properly trained Porsche technicians have the equipment, tools, safety instructions, and know-how to do the job properly and
safely. If a particular condition is described, do not assume that the bulletin applies to your vehicle, or that your vehicle will have that condition. See your authorized Porsche Dealer for the latest information
about whether a particular technical bulletin applies to your vehicle. Part numbers listed in these bulletins are for reference only. Always check with your authorized Porsche dealer to verify the current and
correct part numbers. The work procedures updated electronically in the Porsche PIWIS diagnostic and testing device take precedence and, in the event of a discrepancy, the work procedures in the PIWIS
Tester are the ones that must be followed. © Porsche Cars North America, Inc.
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Dr. Ing. h.c. F. Porsche AG is the owner of numerous trademarks, both registered and unregistered, including without limitation the Porsche Crest®, Porsche®, Boxster®, Carrera®, Cayenne®,
Cayman®, Macan®, Panamera®, Speedster®, Spyder®, 918 Spyder®, Tiptronic®, VarioCam®, PCM®, PDK®, 911®, RS®, 4S®, FOUR, UNCOMPROMISED®, and the model numbers and the
distinctive shapes of the Porsche automobiles such as, the federally registered 911 and Boxster automobiles. The third party trademarks contained herein are the properties of their respective owners.
Porsche Cars North America, Inc. believes the specifications to be correct at the time of printing. Specifications, performance standards, standard equipment, options, and other elements shown are
subject to change without notice. Some options may be unavailable when a car is built. Some vehicles may be shown with non-U.S. equipment. The information contained herein is for internal authorized
Porsche dealer use only and cannot be copied or distributed. Porsche recommends seat belt usage and observance of traffic laws at all times. Printed in the USA
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